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Mine Safety and Health Admin., Labor § 75.1902

other hazard and such records shall be
made available to interested persons.

Subpart T—Diesel-Powered
Equipment

SOURCE: 61 FR 55527, Oct. 25, 1996, unless
otherwise noted.

§ 75.1900 Definitions.

The following definitions apply in
this subpart.

Diesel fuel tank. A closed metal vessel
specifically designed for the storage or
transport of diesel fuel.

Diesel fuel transportation unit. A self-
propelled or portable wheeled vehicle
used to transport a diesel fuel tank.

Noncombustible material. A material
that will continue to serve its intended
function for 1 hour when subjected to a
fire test incorporating an ASTM E119–
88 time/temperature heat input, or
equivalent. The publication ASTM
E119–88 ‘‘Standard Test Methods for
Fire Tests of Building Construction
and Materials’’ is incorporated by ref-
erence and may be inspected at any
Coal Mine Health and Safety District
and Subdistrict Office; at MSHA’s Of-
fice of Standards, Regulations, and
Variances, 4105 Wilson Boulevard, Ar-
lington, VA 22203; or at the Office of
the Federal Register, 800 North Capitol
Street, NW., Washington, DC. This in-
corporation by reference was approved
by the Director of the Federal Register
in accordance with 5 U.S.C. 552(a) and 1
CFR part 51. In addition, copies of the
document may be purchased from the
American Society for Testing Mate-
rials (ASTM), 1916 Race Street, Phila-
delphia, PA 19103.

Permanent underground diesel fuel stor-
age facility. A facility designed and con-
structed to remain at one location for
the storage or dispensing of diesel fuel,
which does not move as mining pro-
gresses.

Safety can. A metal container in-
tended for storage, transport or dis-
pensing of diesel fuel, with a nominal
capacity of 5 gallons, listed or approved
by a nationally recognized independent
testing laboratory.

Temporary underground diesel fuel stor-
age area. An area of the mine provided
for the short-term storage of diesel fuel

in a fuel transportation unit, which
moves as mining progresses.

§ 75.1901 Diesel fuel requirements.
(a) Diesel-powered equipment shall

be used underground only with a diesel
fuel having a sulfur content no greater
than 0.05 percent and a flash point of
100° F (38° C) or greater. Upon request,
the mine operator shall provide to an
authorized representative of the Sec-
retary evidence that the diesel fuel
purchased for use in diesel-powered
equipment underground meets these re-
quirements.

(b) Flammable liquids shall not be
added to diesel fuel used in diesel-pow-
ered equipment underground.

(c) Only diesel fuel additives that
have been registered by the Environ-
mental Protection Agency may be used
in diesel-powered equipment under-
ground.

§ 75.1902 Underground diesel fuel stor-
age—general requirements.

(a) All diesel fuel must be stored in:
(1) Diesel fuel tanks in permanent

underground diesel fuel storage facili-
ties;

(2) Diesel fuel tanks on diesel fuel
transportation units in permanent un-
derground diesel fuel storage facilities
or in temporary underground fuel stor-
age areas; or

(3) Safety cans.
(b) The total capacity of stationary

diesel fuel tanks in permanent under-
ground diesel fuel storage facilities
must not exceed 1000 gallons.

(c)(1) Only one temporary under-
ground diesel fuel storage area is per-
mitted for each working section or in
each area of the mine where equipment
is being installed or removed.

(2) The temporary underground diesel
fuel storage area must be located—

(i) Within 500 feet of the loading
point;

(ii) Within 500 feet of the projected
loading point where equipment is being
installed; or

(iii) Within 500 feet of the last load-
ing point where equipment is being re-
moved.

(3) No more than one diesel fuel
transportation unit at a time shall be
parked in the temporary underground
diesel fuel storage area.
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